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GENERAL NOTES:

1. CARRIER PIPE SHALL BE INSTALLED IN CASING PIPE VITh CASING SPACERS STRAPPED TO CARRIER PIPE. (PIPE
BEU.S SNALL NOT REST ON STEEL CASING PIPE)

2. CASING SPACERS. INCLUDING PARTS SHALL BE PVC PLASTIC AND/OR 304 STAINLESS STEEL. TO BE
MANUFACTURED BY; PIPWNE SEAL AND INSULATOR. INC. OR APPROVED EQUAL
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CASING SPACER
INSTALL PER MANUFACTURER

RECOMMENDATION.

CARRIER PIPE

CASING PIPE

STEEL CASING PIPE

PIPE SECTION

CASING SPACER. INSTALL
PER MANUFACTURER’S

RECOMMENDATION.

GENERAL NOTE:

I. WRAP—AROUND END SEAL TO BE Model AW. AS MANUFACTURED BY
ADVANCED PRODUCTS & SYSTEMS. INC. OR EQUAL

SECURED WITH STAINLESS
STEEL BANDS

WRAP—AROUND TYPE END SEAL
1/8” ThICK SYNTHETiC RUBBER

END SEAL

PIPE CASING DETAIL

APPROVED

CITY ENGINEER DATE

CITY OF WICHITA FALLS, TX
ENGINEERING DIVISION

MARCH 2016
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